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FOR THE FIRE PROTECTION OF INDUSTRIES’ BUILDINGS, AIRPORTS, HOSPITALS, SCHOOLS, MALLS,
UNDERGROUND PARKINGS, TUNNELS ...
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PROTHERM LIGHT*

THE MOST VERSATILE AND CERTIFICATED PLASTER FOR FIRE PROTECTION ON THE MARKET
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PROTHERM LIGHT
Plaster for the passive fire protection of structures

TECHNICAL CHARACTERISTICS VALUE “ REGULATION

Available colour \fﬁi -

Mass (dry) 350 kg/m?

Compressive strength 0,97 N/mm? UNIEN IS0 12390-3
Flexural strength 0,35 N/mm? UNIEN IS0 12390-5
Thermal conductivity A 0,079 W/mK UNIEN 12667
Fire reactivity Al - UNIEN 13501-1
Packaging 18 kg/bag -

Laying surface According to the classification report

Minimum and maximum thicknesses According to the classification report

Drying On the surface: 24 hours at 20 °C with normal ventilation

When PROTHERM LIGHT? is exposed to fire, the heat is absorbed by the product and the light beads sublimate without flame and smoke emission.
This creates a structure composed of the cement binder and the empty cells left by the sublimated beads.

Therefore the plaster changes its physical characteristics and becomes a layer of material with high temperature resistance. This advantage
can be added to that resulting from the crystallized water loss and to the thickness of the material. The photos show the plaster before and
after exposure to flame and heat; it can be noted how the beads are replaced by the void cells.

PROTHERM LIGHT® is safe to apply without the need for special equipment.
Itis widely recommended to read the application manual before utilization.

e See the technical data sheets and application manuals.



EDILTECO,
AN INTERNATIONAL SUCCESS

Europe, Asia, America
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